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VIDEO

Effective  fast permanent



ELECTRIC RIVETING
MACHINE *

Approximately
420 holes / 1h

Rivestop WHAT IS IT?
RiveStop is a watertight sealing system designed to waterproof through-wall voids
in concrete walls, generated after the removal of the formwork system.

RiveStop, applied with a riveting machine, expands mechanically, providing an
effective and permanent seal in seconds.

INSTALLATION PROCESS
Rivestop is delivered ready for installation in a very quick and easy way

Insert Rivestop into
riveting machine

1. 2.  Insert into the hole to be
sealed

3. Rivet up to the rivet shank
cutout.

DOES NOT REQUIRE ANY ADDITIONAL
FINISHING

VERSATILE AND ADAPTABLE

WATERTIGHT MECHANICAL SYSTEM

For both conical and cylindrical bores.

PERMANENT AND DEFINITIVE

Up to 420 holes sealed per hour.

QUICK AND EASY TO APPLY

The human factor does not play a role.

SUITABLE FOR ADVERSE WATHER
CONDITIONS

SIMPLE AND CLEAN

EASY TO SUPERVISE

VARIED AND CUSTOMIZABLE

Suitable for “exposed face” walls.

In any weather situation, high and low temperatures,
heavy rain, ...

At a glance we verify its correct application.

ADVANTAGES

100% sealed, withstanding more than
8 bars of pressure.

This information and, in particular, the recommendations regarding the application and use of the product are given in good faith, based on RIVESTOP SYSTEM, S.L.'s current knowledge and experience with the products when properly stored, handled and applied within
their useful life, and in normal situations. Prior to application of the product, the product application instructions should be read and understood. RIVESTOP SYSTEM, S.L. is not responsible for any damage caused by improper application and use of the product, nor by its
incorrect treatment or storage. RIVESTOP SYSTEM, S.L. will not be responsible for the alteration of the product by the customer. RIVESTOP SYSTEM, S.L. is not responsible for any problem caused by force majeure or attributable to the customer.  Nor for problems that
appear beyond the reasonable useful life of the product. In practice, possible differences in materials, media and actual site conditions are such that no warranty in terms of merchantability or fitness for particular purposes, nor any obligation outside any legal relationship
that may exist, can be inferred from the information herein, nor from any other written recommendation, nor from any advice given. All orders are accepted in accordance with the terms of our current General Conditions of Sale and Delivery.
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WHAT DOES IT DO?
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*The riveting tests have been carried out with a riveting machine with a torque of 13kN and a stroke length of 25 mm.
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NO MARGIN OF ERROR


